27.5%03

26.50+0.05

Panel Flange

Receptacle Housing
Bayonet Locking Type
on both Sides

Panel Gasket

Key Protrusion x 3 Protective Cover

Plastic, Black
Bayonet Locking Style)

over Gasket
?28.00+0.05

Panel Nut Recommended Panel Cutout
(M28 x 1.5)

93+3

Fiber Optic Duplex LC
Adaptor Assembly
(Supllied with dust caps)

Dust cap should be
Dust cap should be removed

removed before

mating with LC Plug @2__ - before mating with LC Plug
\ £ Bayonet |
&  Channel x 3 \___Bayonet
% Channel x 3
o
Notes: e 020
s i 35— 37.8
1. Material and Finish: max. 35 ¢
- Receptacle Housing and Cover: Polyester (Black), UL94 V-0
or ABS, Nickel Plated, UL94 V-0 o . ; . -
®Panel Nut: Brass, Finish: Nickel Plated ® Description Plastic Version | Metallized Version
- Panel and Cover Gasket: Silicone, Color: White Single Mode (SM) 17-300820 17-300940
" pother: Polycarbonate, Solar: Black Multi Mode (MM) 17-300830 17-300950
Hooen o Mo PO LLeav 0 APC Single Mode (APC SM) 17-300840 17-300960
Color: SM Blue/MM Beige/APC SM Green = P [ —
- Alignment Sleeves: SM Ceramic/MM Phosphor Bronze ge - |2 ' Urless afnwise pecfied Scale: Dim.in mm
- Dust Cap: PP, Color: Neutral transparent g5 § Name Tite oot (O F Loz Autodesk | 1 -torial: See Notes
I s o Inventor .
- Operating Temperature: -40°C to +85C R T —
perating 1emp . e me] D | Vew W by |ndustrial Duplex LC
2. Connector can be mounted to a maximum SuEc |9 Draw. | Sept 28 | Vincentke ‘
panel thickness of 3.2mm 852213 Aopd | SepL 28 T Chaudy Receptacle + Cover Assembly Kit
3. IP67 rated when covered or fully mated with = ] | D I VN NN K osfic Tersion vITh bayone? on Pofh e
. 2252 |5 < | 3xc [ep/25/201 Vincent Ke| D-old : ) DN
the appropriate mating connector %g% g b | 3xob Jazna/zon Vinen' K|~ g gy mgmo Drawing No.. 17K1A335 A3
(©4. Recommaned Mounting Panel Nut torque is 20 to 25 Ib-inch §§§§ 5 R:V. ;fnl;: _ — -84 'I. :\ PartNo.. SEE PART NUMBER TABLE sT;ex
2 | 1

6 | 5 | A ¢ 3 |




