
  ( 5 : 1 )

AAAA

AAAA

BBBB

BBBB

CCCC

CCCC

DDDD

DDDD

EEEE

EEEE

FFFF

FFFF

AAAA AAAA

BBBB BBBB

CCCC CCCC

DDDD DDDD

MAP2XAAAH02R741X
CONEC  ABC

dim. in mm

RRRR

date

drawn

Inventor 10

TH
IS

 D
R
A
W

IN
G

 M
A
Y 

N
O

T 
B

E
 C

O
PI

E
D

 O
R

R
E
P
R
O

D
U

C
E
D

 I
N

 A
N

Y
 W

A
Y,

 A
N

D
 M

A
Y
 N

O
T

B
E
 P

A
S
S
E
D

 O
N

 T
O

 A
 T

H
IR

D
 P

A
R

T
Y 

W
IT

H
O

U
T

W
R

IT
T
E
N

 P
E
R

M
IS

S
IO

N
.

O
W

N
E
R
S
H

IP
 A

N
D

 C
O

PY
R

IG
H

T
 O

F 
C

O
N

E
C

 G
m

b
H

d-old

norm

appd.

tolerance

material:

title:

dwg no: DIN-

sh:

part no:

namedate

namedescriptionrev.D
O

 N
O

T 
A
LT

ER
 C

A
D

 D
R

A
W

IN
G

 B
Y 

H
A
N

D scale:

24K1A1459
A3

1 

D-SUB PI FILTER ADAPTER

SEE NOTES

Lehmenkühler24.07.13

24.07.13 Koch

 

 

PLUG / SOCKET, 15pos.
with threaded insert, hex bolt and spring ring

 

 

2:1 (5:1)

MAP2XAAAH02R741X

a Original

12
,6

- 0
,4

3
0,

33
+

39,22 - 0,46
0,3+

SEE NOTE 11

10°

25,17 - 0,05
0,2+

Directive 2002/95/EC RoHS compliant

24,74 - 0,2
0,05+

33,32 - 0,12
0,13+

10°

4-40 UNC (4x)

2,
55

 (
4x

)

8,26 - 0,03
0,22+

6
- 0

,1
8

0,
12

+
13

,2
- 00,

3
+

6,
13

- 0
,0

8
0,

17
+

8 - 0,23
0,02+

NOTES:
  1. METALSHELLS: STEEL; min. 315µin TIN over 40-80µin NICKEL

  2. INSULATORS: HIGH TEMPERATURE PLASTIC UL 94 V-0; BLACK

  3. CONTACTS: COPPER ALLOY

      PLATING: GOLD FLASH over NICKEL

  4. THREADED INSERTS: COPPER ALLOY; min. 200µin TIN over 80µin NICKEL

  5. COLLARS: COPPER ALLOY; min. 200µin TIN over 80µin NICKEL

  6. HEX BOLT: STEEL; NICKEL PLATED

  7. SPRING RINGS: STEEL; NICKEL PLATED  

  8. CAPACITANCE: 2 x 370pF`20%

  9. DIELECTRIC WITHSTANDING VOLTAGE: 300 VDC

10. MAXIMUM TORQUE VALUE FOR THREAD: 6 in.LB

11. CONNECTOR IS PART MARKED:  MAP2XAAAH02R741X  CONEC  ABC

 


